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NOTES :
1. FOR MATING PLUG SEE MS 75057,
2. CONTACT CURRENT RATING IS 245 AMPS,
3¢ TERMINALS SHALL WITHSTAND A MINIMUM VOLTAGE DIFFERENCE OF 440 VOLTS RMS 60 CPS.
4, THREADS DHALL BE IN ACCORDANCE WiTH SCREW THREAD STANDARDS FOR FEDERAL SERVICES,
HANDBOOK H28,
5. DIMENSIONS SHOWN ARE IN INCHES AND ARE FOR ENGINEERING REFERENCE ONLY.
6. FOR DESIGN FEATURE PURPOSES, THIS STANDARD TAKES PRECEDENCE OVER PROCUREMENT
DOCUMENTS REFERENCED HEREIN.
7. REFERENCED DOCUMENTS SHALL BE OF THE [SSUE IN EFFECT ON THE DATE OF INVITATION
FOR BID.
8. MARKING SRALL GONSIST OF THE MS PART NUMBER AND MANUFACTURER'S IDENTIFICATION
IN ACCORDANCE WITH MIL-STD~130, .
DETAILS OF THIS ASSEMBLY SHALL BE IN ACCORDANCE W|TH REFERENGED DRAWINGS (SEE
ENGINEERING PARTS LISTS EPL 7321299) WHICH MAY BE OBTAINED FROM U.S, ARMY TANK
AUTOMOTIVE COMMAND, WARREN, MIGHIGAN 48090,
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